






























































1001 Cannon, Toronto, ON     May 10, 2007

Professional building and property inspections

TANKS

33. Second deflection (straps on)

Tank 2
Note: 238cm

34. Manufactures anchor system

Third deflection (backfill to top of tank):
Tank 1

Note: 321cm
Tank 2

Note: 238cm
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Professional building and property inspections

TANKS

Calculated Deflection :
Tank 1

Note: 0cm
Tank 2

Note: 0cm
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Professional building and property inspections

PIPES AND FITTINGS

DESCRIPTION

Pipe and fitting material:
Primary

Note: 1.5" Pisces flex piping

35. 1.5" Pisces flex pipe in geoflex pipe

Spill container: Tank 2 OPW 5-gallon

36. OPW 5-gallon spill container
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1001 Cannon, Toronto, ON     May 10, 2007

Professional building and property inspections

PIPES AND FITTINGS

Spill container: Tank 1 OPW 5-gallon

Manhole cover: Tank 2 - 42" bolt down STP manhole cover

37. 42" bolt-down manhole

Manhole cover: Tank 1 - 42" bolt down STP manhole cover

Fill risers – size: Tank 2 - 4" Tank 1 - 4"

Fill risers – type: Black steel sch.40

Fill risers – location: As per drawings

Fill risers – caps and collars: Present

Interstitial risers – size: Tank 1 - 4" Tank 2 - 4"

Interstitial risers – type: Black steel sch 40

Interstitial risers – location: Installed as per drawing

Interstitial risers – caps and collars: Present

Stage 1 vapor recovery – housings: EBW present

Stage 1 vapor recovery – risers: Tank 1 - 4" Tank 2 - 4"

Stage 1 vapor recovery – location: Installed as per drawing

Stage 1 vapor recovery – type: Black steel sch.40
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Professional building and property inspections

PIPES AND FITTINGS

Stage 1 vapor recovery – caps and collars: Present

Tank level risers - type: Black steel sch.40

Tank level risers - location: Installed as per drawings

Tank level risers - size: Tank 1 - 4" Tank 2 - 4"

Tank level risers - caps and collars: Present

Final pressure test reading: Pressure test gauge

38. Pressure test remaining on line

Final water test reading: Water level maintained for more than 24 hours

39. STP sump water test
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Professional building and property inspections

PIPES AND FITTINGS

RECOMMENDATIONS

Pipes \ Layout
Condition:    Vent piping not consistent with drawings
Location: North end of lot
Note: Vent lines could not be installed as per drawings due to overhead hydro lines
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Professional building and property inspections

PUMPS, DISPENSERS AND ACCESSORIES

DESCRIPTION

Submersible pump manufacturer:
Redjacket

Note: Tank 1 and Tank 2

40. Redjacket submersible pump

Submersible pump size:
1.5 hp

Note: Tank 2
2 hp

Note: Tank 1

Dispenser or pump manufacture:
Gilbarco

Note: Gilbarco 500 series

41. Data plate
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P rofess ional building and property inspections

P UMP S , DIS P E NS E R S  A ND A C C E S S OR IE S

42. G ilbarco 500 series

Dis pens er or pump type: B lender

S ump:

T ank (F R P )

Note: P resent

Dispenser

Note: P resent

43. Dispenser sump under water test
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Professional building and property inspections

PUMPS, DISPENSERS AND ACCESSORIES

Island form:
Stainless steel

Note: 4' x 12' x dog bone -(3) islands

44. Stainless steel Island (protective cover)

Monitoring system:
Console

Note: TLS 350
Sump sensors

Note: Yes all sumps have sensors
Tank level probe

Note: Yes tank 1 and tank 2
Interstitial sensors

Note: Yes tank 1 and tank 2

Safety/shear valves make and model:
Double poppet

Note: OPW under all dispenser
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Professional building and property inspections

PUMPS, DISPENSERS AND ACCESSORIES

45. Shearvalve and stablizer bars

Report No. 1005, v.4

Page 40 of 43

SUMMARY ROOFING EXTERIOR STRUCTURE ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

TANKS PIPES AND FI PUMPS, DISP SITE DATA PHOTO



1001 Cannon, Toronto, ON     May 10, 2007

Professional building and property inspections

SITE DATA

DESCRIPTION

Facility type:
retail

Note: Convenience store and gas bar

Contractor's name:    Gas General Contracting

Contractor's address: 3305 Main St

Contractor's phone number: (905) 961-5555

Contractor's fax number: (905) 961-5556

Contractor's e-mail:     gasgeneral@xplornet.com

The contractor's certificate/license number: PMH,1,2 & 3 # 0551111

The contractor's TSSA number: TSSA # 0333555141

Weather conditions: 65 degrees fahrenheit and sunny

Attendees: Supervisor/foreman John Doe

Building permit obtained:
yes

Note: B123456

Notice of project obtained: yes

Notice of project observed: yes

Number of tanks: 2

Number of dispensers: 3

Building size: 1,500 to 2,000 sq. ft.
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P rofess ional building and property inspections

P HOT O

DE S C R IP T ION

T hes e photos  were taken during the ins pec tion: F or your veiwing

46. New curbing around telephone booth 47. New curb and topsoil

48. Installation of new concrete curbs 49. S tore front

R eport No. 1005, v.4

P age 42 of 43

S UMMA R Y R OOF ING E XT E R IOR S T R UC T UR E E L E C T R IC A L HE A T ING C OOL ING INS UL A T ION P L UMB ING INT E R IOR

T A NK S P IP E S  A ND F I P UMP S , DIS P S IT E  DA T A P HOT O



1001 C annon, T oronto, ON     May 10, 2007

P rofess ional building and property inspections

P HOT O

50. 42" bolt down manhole 51. V ent risers  and vent rack

52. I.D. pylon s ign

53. F illing of underground storage tank

E ND OF  R E P OR T
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